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Programme overview and fields of applications
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Waterr supply

Wilo-Sub TWU 3 – – • • – S – S S S S

� Wilo-Subb TWUU 4 – – • • – S/M – S/M S/M S/M S/M

� Wilo-Subb TWUU 4-QC – – • • – S/M – S/M S/M S/M S/M

Wilo-Sub TWU 3 Plug & Pump system – – • • – S – S S S S

Wilo-Sub TWU 4 Plug & Pump system – – • • – S/M – S/M S/M S/M S/M

Irrigationn andd drainage

Wilo-Sub TWU 6…-B – – • • – M/C – – M/C M/C M/C

Wilo-Sub TWU 8…-B – – • • – M/C – – M/C M/C M/C

Potablee waterr supply

Wilo-Sub TWI 4…-B – – • • – S/M – S/M S/M S/M S/M

� Wilo-Subb TWII 6…-B – – • • – M – – M M M

� Wilo-Subb TWII 8…-B – – • • – – – – M M M

Municipal// Industry

Wilo-EMU 6“ series – – • • – – – – M/C M/C M/C

� Wilo-EMUU 8“series – – • • – – – – M/C M/C M/C

Wilo-EMU 10“ series and larger – – • • – – – – – C C

Speciall pumps

� Wilo-EMUU Polderr pumps – – • • – – – – M/C M/C M/C

� Neww inn thee programmee orr seriess extensionn  orr modification

Borehole pumps 3" to 24"
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Borehole pumps 3" to 24"

Pump type Version Main field of application
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Water supply

• •
Wilo-Sub TWU 4 • •
Wilo-Sub TWU 4-QC • •

• •
• •

Irrigation and drainage

• •
• •

Potable water supply

• •
Wilo-Sub TWI 6…-B • •
Wilo-Sub TWI 8…-B • •

Municipal/ Industry

• •
Wilo-EMU 8“series • •

• •

Special pumps

Wilo-EMU Polder pumps • •

New in the programme or series extension  or modification

ii

Programme overview and fields of applications

BBorehole pumps 3" to 24"
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MMain field of application Key:
S Single- and two-family houses
M Multi-family houses
C Commercial
• Applicable
- Not applicable

Self-sufficient water supply

Rainwater utilisation
(as compact unit with
extensible storage
tanks)
Rainwater utilisation
(in conjunction with 
underground
storage tank or rainwater
storage)
Sprinkling

Irrigation

Spraying

Well and rainwater storage
water supply
Lowering of ground water
levels
Swimming-pool water
circulation
Cooling water circulation
systems

Cold water circulation 
systems

Pure water circulation 
systems

Potable water supply

Pressure boosting systems

Fire-extinguishing water
supply

Washing systems

Industrial applications

Boiler feed

Process engineering

Page

S S – – – – – – – – – – – 34

S/M S/M – – – – – S/M – S/M – – – 39

S/M S/M – – – – – S/M – S/M – – – 54

S S – – – – – – – – – – – 65

S/M S/M – – – – – S/M – – – – – 70

M/C M/C – M/C M/C – – – – C – – – 76

M/C M/C – M/C M/C – – – – C – – – 76

S/M C – M/C M/C M/C S/C S/C – C C C – 132

M/C M/C – M/C M/C M/C M/C M/C – C C C – 182

M/C M/C – M/C M/C C M/C M/C – C C C – 208

M/C M/C – C C M/C M/C M/C – – C – – 238

M/C M/C – C C M/C M/C M/C M/C – C – – 284

C C C C C C C C M/C – C – – 396

C C – C C C C – C – C – C 475
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General notes and abbrevaitions

Abbreviations used and what they mean

Abbreviation Meaning

1~ 1-phase current

3~ 3-phase current

D Direct activation

DM Three-phase motor in direct activation

DN Nominal diameter of the flange connection

EM Single-phase motor with starting capacitor

EMSC Single-phase motor with built-in starting capacitor

GRD/GLRD Mechanical seal

°d H Degree of German water hardness; replaced with the 
SI unit mmol/l; Conversion: 1 °dH = 0.1783 mmol/l

H Delivery head

HZ Approved range for sprinkler pumps

IA Starting current

IN Nominal current; current at P2

IW Current consumption for power requirement of the 
shaft PW

Inst. Installation: H = horizontal, V = vertical

KLF PTC thermistor sensor

KTL-coating Electrophoretic painting (cataphoretic coating): 
Painting with high adhesive strength for long-lasting 
corrosion protection

KTW Approval for products with plastics, for use in pota-
ble water applications

LB Supply availability (L = warehouse goods, C = availa-
ble in 2 weeks, K = available in 4 weeks, A = delivery 
time on request)

max. � Maximum diameter of the unit, incl. cable

mmol/l Millimol per litre; SI-unit for assessing the water 
hardness (total hardness or concentration of alkaline 
earth ions)

P1 Power consumption (power supplied from the mains)

PN = P2 Motor rated power

PW Power requirement of the pump hydraulics

PN Pressure class in bar (e. g. PN10 = suitable up to 10 
bar)

PTC Positive Temperature Coefficient (also see: KLF)

PT 100 Platinum temperature sensor with a resistance value 
of 100 � at 0 °C

Q (=  ) Volume flow

QZ Approved range for sprinkler pumps

RV Non-return valve

RVF Non-return valve, spring-mounted

SBM Run signal or collective run signal

V
.

Abbreviation Meaning

SD Three-phase motor in star/delta activation

SD-R Three-phase motor in star/delta activation, rewinda-
ble

SSM Fault signal or collective fault signal

v Speed

TrinkwV 2001 German Drinking Water Ordinance of 2001
(valid from 01.01.2003)

WRAS Water Regulations Advisory Scheme (potable water 
approval for Great Britain and Northern Ireland)

WSK Thermal winding contacts (in motor for monitoring 
the winding temperature, full motor protection by 
additional tripping unit)

Y/� Star/delta activation

� Operating mode of double pumps:
Individual operation of the relevant operating pump

 � Operating mode of double pumps:
Parallel operation of both pumps

� Number of poles of electric motors:
2-pole motor = approx. 2900 rpm at 50 Hz

� Number of poles of electric motors:
4-pole motor = approx. 1450 rpm at 50 Hz

� Number of poles of electric motors:
6-pole motor = approx. 950 rpm at 50 Hz
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General notes and abbrevaitions
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Material designations and their meaning Wear and tear
Pumps or parts of pumps are subject to wear in accordance with 
state-of-the-art technology (DIN 31051/DIN-EN 13306). This wear 
may vary depending on operating parameters (temperature, pressure, 
speed, water condition) and installation/usage situation and may re-
sult in the malfunction or failure at different times of the above-
mentioned products/components including their electrical/electroni-
cal ciruitry.
Wear parts are all components subject to rotary or dynamic strain in-
cluding electronic components under tension, in particular:

- Seals (incl. mechanical seal), seal ring
- Stuffing box 
- Bearing and shaft
- Impellers and pump part
- Ball race and wear ring
-Wear ring / wear plate
-Macerator 
- Capacitor
- Relay / contactor / switch
- Electronic circuits, semiconductor components etc.

Pumps and continuous-flow machines (like submersible mixers and 
recirculation pumps), as well as their components with coatings (cat-
aphoresis coating, 2K- or Ceram-coating) are subject to constant 
wear due to the abrasive fluid contents. It is for that reason that the 
coating is also listed with the wearing parts contained in these units! 

We do not accept liability for faults or defects arising from natural 
tear and wear.

Wilo – General terms of delivery and service

The latest version of our general terms of delivery and service can be 
found on the Internet at

www.wilo.com

Material Meaning

1.4021 Chromium steel X20Cr13

1.4057 Chromium steel X17CrNi16-2

1.4112 Chromium steel X 90 Cr Mo V 18

1.4122 Chromium steel X39CrMo17-1

1.4301 Chromium nickel steel X5CrNi18-10

1.4305 Chromium nickel steel X8CrNiS18-9

1.4306 Chromium nickel steel X2CrNi19-11

1.4308 Chromium nickel steel GX5CrNi19-10

1.4401 Chromium nickel molybdenum steel X5CrNiMo17-
12-2

1.4408 Chromium nickel molybdenum steel GX5CrNiMo19-
11-2

1.4462 Chromium nickel molybdenum steel X2CrNiMoN22-
5-3

1.4470 Chromium nickel molybdenum steel 
GX2CrNiMoN22-5-3

1.4517 Chromium nickel molybdenum with copper addition 
GX2CrNiMoCuN25-6-3-3

1.4541 Chromium nickel steel with titanium addition 
X6CrNiTi18-10

1.4542 Chromium nickel steel with copper and niobium ad-
dition X5CrNiCuNb16-4

1.4571 Chromium nickel steel with titanium addition
X6CrNiMoTi17-12-2

1.4581 Chromium nickel molybdenum steel with niobium 
addition GX5CrNiMoNb19-11-2

Ceram Coating with very high adhesive strength, protection 
from corrosion and abrasion

EN-GJL Cast iron (with lamellar graphite)

EN-GJS Cast iron (with spheroidal cast iron)

G-CuAl10Si Nickel aluminium bronze

G-CuSn10 Zinc-free bronze

GG see EN-GJL

GGG see EN-GJS

NiAl-Bz Nickel aluminium bronze

Noryl Glass reinforced plastic

PC Polycarbonate

SiC Silicon carbide

ST Steel

St. vz. Galvanized steel

V2A (A2) Material group, e.g. 1.4301, 1.4306

V4A (A4) Material group, e.g. 1.4404, 1.4571
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Water supply
Single pumps

Wilo-Sub TWU 4-04..-B

Water supply Single pumps Wilo-Sub TWU 4-04..-B  Subject to change 09/2008 WILO SE Wilo Catalogue B2 - 50 Hz - Borehole pumps 3" to 24"

Pump curves Wilo-Sub TWU 4-04..-B

1~230 V or 3~400 V, 50 Hz, p = 1 kg/dm3, v = 1x10-6 m2/s, ISO 9906 Annex A
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Motor data 

Wilo-Sub... Mains connection Motor diameter Nominal motor 
power Nominal current Length of connection 

cable
Cable cross-

section

– � P2 IN L –

– ["] [kW] [A] [m] [mm2]

TWU 4-0405-B 1~230 V, 50 Hz 4 0.37 3.4 1.5 4x1.5

TWU 4-0405-B-EMSC 1~230 V, 50 Hz 4 0.37 4 1.5 4x1.5

TWU 4-0405-B 3~400 V, 50 Hz 4 0.37 1.1 1.5 4x1.5

TWU 4-0407-B 1~230 V, 50 Hz 4 0.55 4.3 1.5 4x1.5

TWU 4-0407-B-EMSC 1~230 V, 50 Hz 4 0.55 6 1.5 4x1.5

TWU 4-0407-B 3~400 V, 50 Hz 4 0.55 1.6 1.5 4x1.5

TWU 4-0410-B 1~230 V, 50 Hz 4 0.75 5.7 1.5 4x1.5

TWU 4-0410-B-EMSC 1~230 V, 50 Hz 4 0.75 7.3 1.5 4x1.5

TWU 4-0410-B 3~400 V, 50 Hz 4 0.75 2.1 1.5 4x1.5

TWU 4-0415-B 1~230 V, 50 Hz 4 1.1 8.6 1.5 4x1.5

TWU 4-0415-B-EMSC 1~230 V, 50 Hz 4 1.1 8.9 1.5 4x1.5

TWU 4-0415-B 3~400 V, 50 Hz 4 1.1 3 1.5 4x1.5

TWU 4-0420-B 1~230 V, 50 Hz 4 1.5 10.6 1.5 4x1.5

TWU 4-0420-B-EMSC 1~230 V, 50 Hz 4 1.5 11.1 1.5 4x1.5

TWU 4-0420-B 3~400 V, 50 Hz 4 1.5 4 1.5 4x1.5

TWU 4-0430-B 1~230 V, 50 Hz 4 2.2 15.5 1.5 4x1.5

TWU 4-0430-B-EMSC 1~230 V, 50 Hz 4 2.2 15.9 1.5 4x1.5

TWU 4-0430-B 3~400 V, 50 Hz 4 2.2 5.9 1.5 4x1.5

TWU 4-0440-B 3~400 V, 50 Hz 4 3 7.8 2.5 4x1.5

TWU 4-0445-B 3~400 V, 50 Hz 4 4 10 2.5 4x1.5

TWU 4-0450-B 3~400 V, 50 Hz 4 4 10 2.5 4x1.5

Information for order placements

Wilo-Sub... Mains connection – Art no. Art. no. for cooling jacket pipe

– � – for vertical installation (B) for horizontal installation (D)

–

TWU 4-0405-B 1~230 V, 50 Hz L 4093185 4064430 4064430 + 4065891

TWU 4-0405-B-EMSC 1~230 V, 50 Hz L 4093204 4064430 4064430 + 4065891

TWU 4-0405-B 3~400 V, 50 Hz L 4093150 4064430 4064430 + 4065891

TWU 4-0407-B 1~230 V, 50 Hz L 4093186 4064430 4064430 + 4065891

TWU 4-0407-B-EMSC 1~230 V, 50 Hz L 4093205 4064430 4064430 + 4065891

TWU 4-0407-B 3~400 V, 50 Hz L 4093151 4064430 4064430 + 4065891

TWU 4-0410-B 1~230 V, 50 Hz L 4093187 4064430 4064430 + 4065891

TWU 4-0410-B-EMSC 1~230 V, 50 Hz L 4093206 4064430 4064430 + 4065891

TWU 4-0410-B 3~400 V, 50 Hz L 4093152 4064430 4064430 + 4065892

TWU 4-0415-B 1~230 V, 50 Hz L 4093188 4064430 4064430 + 4065891

TWU 4-0415-B-EMSC 1~230 V, 50 Hz L 4093207 4064431 4064431 + 4065892

TWU 4-0415-B 3~400 V, 50 Hz L 4093153 4064430 4064430 + 4065892

TWU 4-0420-B 1~230 V, 50 Hz L 4093189 4064431 4064431 + 4065892

TWU 4-0420-B-EMSC 1~230 V, 50 Hz L 4093208 4064431 4064431 + 4065892

TWU 4-0420-B 3~400 V, 50 Hz L 4093154 4064430 4064430 + 4065892

� = Supply availability, L = stock, C = order-specific production approx. 2 weeks, K = order-specific production approx. 4 weeks, A = delivery time on request



46   Subject to change 09/2008 WILO SE

Water supply
Single pumps

Wilo-Sub TWU 4-04..-B
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Information for order placements

Wilo-Sub... Mains connection – Art no. Art. no. for cooling jacket pipe

– � – for vertical installation (B) for horizontal installation (D)

–

TWU 4-0430-B 1~230 V, 50 Hz L 4093190 4064431 4064431 + 4065892

TWU 4-0430-B-EMSC 1~230 V, 50 Hz L 4093209 4064431 4064431 + 4065892

TWU 4-0430-B 3~400 V, 50 Hz L 4093155 4064430 4064430 + 4065892

TWU 4-0440-B 3~400 V, 50 Hz L 4093156 4064431 4064431 + 4065892

TWU 4-0445-B 3~400 V, 50 Hz L 4093157 4064431 4064431 + 4065893

TWU 4-0450-B 3~400 V, 50 Hz L 4093158 4064431 4064431 + 4065893

� = Supply availability, L = stock, C = order-specific production approx. 2 weeks, K = order-specific production approx. 4 weeks, A = delivery time on request

Dimension drawing

A = vertical, B = vertical with cooling jacket, C = horizontal, D = horizontal with cooling jacket, E = vertical with pressure shroud, F = horizontal 
with pressure shroud
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Dimensions, weights 

Wilo-Sub... Mains connection Pressure port Dimensions Installation Weight

– H H1 H2 W � 3) – Unit

– [mm] – [kg]

TWU 4-0405-B 1~230 V, 50 Hz Rp 1¼ 672 430 242 500 98 A, B, D 11.5

TWU 4-0405-B-EMSC 1~230 V, 50 Hz Rp 1¼ 653 430 242 500 98 A, B, D 11.5

TWU 4-0405-B 3~400 V, 50 Hz Rp 1¼ 653 430 223 500 98 A, B, D 10.5

TWU 4-0407-B 1~230 V, 50 Hz Rp 1¼ 766 495 271 500 98 A, B, D 13.2

TWU 4-0407-B-EMSC 1~230 V, 50 Hz Rp 1¼ 737 495 271 500 98 A, B, D 13.2

TWU 4-0407-B 3~400 V, 50 Hz Rp 1¼ 737 495 242 500 98 A, B, D 11.9

TWU 4-0410-B 1~230 V, 50 Hz Rp 1¼ 889 590 299 500 98 A, B, D 15 
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Wilo-Sub TWU 4-04..-B

Wilo Catalogue B2 - 50 Hz - Borehole pumps 3" to 24"

TWU 4-0410-B-EMSC 1~230 V, 50 Hz Rp 1¼ 861 590 299 500 98 A, B, D 15 

TWU 4-0410-B 3~400 V, 50 Hz Rp 1¼ 861 590 271 500 98 A, B, D 13.8

TWU 4-0415-B 1~230 V, 50 Hz Rp 1¼ 1077 750 327 500 98 A, B, D 17.4

TWU 4-0415-B-EMSC 1~230 V, 50 Hz Rp 1¼ 1049 750 327 750 98 A, B, D 17.4

TWU 4-0415-B 3~400 V, 50 Hz Rp 1¼ 1049 750 299 500 98 A, B, D 16.1

TWU 4-0420-B 1~230 V, 50 Hz Rp 1¼ 1271 915 356 750 98 A, B, D 19.9

TWU 4-0420-B-EMSC 1~230 V, 50 Hz Rp 1¼ 1242 915 356 750 98 A, B, D 19.9

TWU 4-0420-B 3~400 V, 50 Hz Rp 1¼ 1242 915 327 500 98 A, B, D 18.5

TWU 4-0430-B 1~230 V, 50 Hz Rp 1¼ 1696 1235 461 750 98 A, B, D 26.6

TWU 4-0430-B-EMSC 1~230 V, 50 Hz Rp 1¼ 1591 1235 461 750 98 A, B, D 26.6

TWU 4-0430-B 3~400 V, 50 Hz Rp 1¼ 1591 1235 356 500 98 A, B, D 22.1

TWU 4-0440-B 3~400 V, 50 Hz Rp 1¼ 1978 1555 423 750 98 A, B, D 26.8

TWU 4-0445-B 3~400 V, 50 Hz Rp 1¼ 2323 1740 583 750 98 A, B, D 34.7

TWU 4-0450-B 3~400 V, 50 Hz Rp 1¼ 2503 1920 583 750 98 A, B, D 35.4

3) In case of cable according to IN, max. � with thread connection

Dimensions, weights 

Wilo-Sub... Mains connection Pressure port Dimensions Installation Weight

– H H1 H2 W � 3) – Unit

– [mm] – [kg]
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Water supply Single pumps Wilo-Sub TWU 4-08..-B  Subject to change 09/2008 WILO SE Wilo Catalogue B2 - 50 Hz - Borehole pumps 3" to 24"

Pump curves Wilo-Sub TWU 4-08..-B

1~230 V or 3~400 V, 50 Hz, p = 1 kg/dm3, v = 1x10-6 m2/s, ISO 9906 Annex A
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Wilo Catalogue B2 - 50 Hz - Borehole pumps 3" to 24"

Water supply Single pumps Wilo-Sub TWU 4-08..-B  Subject to change 09/2008 WILO SE Wilo Catalogue B2 - 50 Hz - Borehole pumps 3" to 24"

Motor data 

Wilo-Sub... Mains connection Motor diameter Nominal motor 
power Nominal current Length of connection 

cable
Cable cross-

section

– � P2 IN L –

– ["] [kW] [A] [m] [mm2]

TWU 4-0804-B 1~230 V, 50 Hz 4 0.75 5.7 1.5 4x1,5

TWU 4-0804-B-EMSC 1~230 V, 50 Hz 4 0.75 7.3 1.5 4x1,5

TWU 4-0804-B 3~400 V, 50 Hz 4 0.75 2.1 1.5 4x1,5

TWU 4-0806-B 1~230 V, 50 Hz 4 1.1 8.6 1.5 4x1,5

TWU 4-0806-B-EMSC 1~230 V, 50 Hz 4 1.1 8.9 1.5 4x1,5

TWU 4-0806-B 3~400 V, 50 Hz 4 1.1 3 1.5 4x1,5

TWU 4-0808-B 1~230 V, 50 Hz 4 1.5 10.6 1.5 4x1,5

TWU 4-0808-B-EMSC 1~230 V, 50 Hz 4 1.5 11.1 1.5 4x1,5

TWU 4-0808-B 3~400 V, 50 Hz 4 1.5 4 1.5 4x1,5

TWU 4-0812-B 1~230 V, 50 Hz 4 2.2 15.5 1.5 4x1,5

TWU 4-0812-B-EMSC 1~230 V, 50 Hz 4 2.2 15.9 1.5 4x1,5

TWU 4-0812-B 3~400 V, 50 Hz 4 2.2 5.9 2.5 4x1,5

TWU 4-0817-B 3~400 V, 50 Hz 4 3 7.8 1.5 4x1,5

TWU 4-0820-B 3~400 V, 50 Hz 4 3.7 9.1 2.5 4x1,5

TWU 4-0824-B 3~400 V, 50 Hz 4 4 10 2.5 4x1,5

TWU 4-0830-B 3~400 V, 50 Hz 4 5.5 13.7 4 4x1,5

Information for order placements

Wilo-Sub... Mains connection – Art no. Art. no. for cooling jacket pipe

– � – for vertical installation (B) for horizontal installation (D)

–

TWU 4-0804-B 1~230 V, 50 Hz L 4093191 4064430 4064430 + 4065891

TWU 4-0804-B-EMSC 1~230 V, 50 Hz L 4093210 4064430 4064430 + 4065891

TWU 4-0804-B 3~400 V, 50 Hz L 4093159 4064430 4064430 + 4065891

TWU 4-0806-B 1~230 V, 50 Hz L 4093192 4064430 4064430 + 4065891

TWU 4-0806-B-EMSC 1~230 V, 50 Hz L 4093211 4064431 4064431 + 4065892

TWU 4-0806-B 3~400 V, 50 Hz L 4093160 4064430 4064430 + 4065892

TWU 4-0808-B 1~230 V, 50 Hz L 4093193 4064431 4064431 + 4065892

TWU 4-0808-B-EMSC 1~230 V, 50 Hz L 4093212 4064431 4064431 + 4065892

TWU 4-0808-B 3~400 V, 50 Hz L 4093161 4064430 4064430 + 4065892

TWU 4-0812-B 1~230 V, 50 Hz L 4093194 4064431 4064431 + 4065892

TWU 4-0812-B-EMSC 1~230 V, 50 Hz L 4093213 4064431 4064431 + 4065892

TWU 4-0812-B 3~400 V, 50 Hz L 4093162 4064430 4064430 + 4065892

TWU 4-0817-B 3~400 V, 50 Hz L 4093163 4064431 4064431 + 4065892

TWU 4-0820-B 3~400 V, 50 Hz L 4093164 4064431 4064431 + 4065893

TWU 4-0824-B 3~400 V, 50 Hz L 4093165 4064431 4064431 + 4065893

TWU 4-0830-B 3~400 V, 50 Hz L 4093166 4064431 4064431 + 4065893

� = Supply availability, L = stock, C = order-specific production approx. 2 weeks, K = order-specific production approx. 4 weeks, A = delivery time on request
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Dimension drawing

A = vertical, B = vertical with cooling jacket, C = horizontal, D = horizontal with cooling jacket, E = vertical with pressure shroud, F = horizontal 
with pressure shroud
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Dimensions, weights 

Wilo-Sub... Mains connection Pressure port Dimensions Installation Weight

– H H1 H2 W � 3) – Unit

– [mm] – [kg]

TWU 4-0804-B 1~230 V, 50 Hz Rp 2 794 495 299 500 98 A, B, D 14.1

TWU 4-0804-B-EMSC 1~230 V, 50 Hz Rp 2 766 495 299 500 98 A, B, D 14.1

TWU 4-0804-B 3~400 V, 50 Hz Rp 2 766 495 271 500 98 A, B, D 12.9

TWU 4-0806-B 1~230 V, 50 Hz Rp 2 927 600 327 500 98 A, B, D 16 

TWU 4-0806-B-EMSC 1~230 V, 50 Hz Rp 2 899 600 327 750 98 A, B, D 16 

TWU 4-0806-B 3~400 V, 50 Hz Rp 2 899 600 299 500 98 A, B, D 14.7

TWU 4-0808-B 1~230 V, 50 Hz Rp 2 1061 705 356 750 98 A, B, D 18 

TWU 4-0808-B-EMSC 1~230 V, 50 Hz Rp 2 1032 705 356 750 98 A, B, D 18 

TWU 4-0808-B 3~400 V, 50 Hz Rp 2 1032 705 327 500 98 A, B, D 16.6

TWU 4-0812-B 1~230 V, 50 Hz Rp 2 1376 915 461 750 98 A, B, D 23.7

TWU 4-0812-B-EMSC 1~230 V, 50 Hz Rp 2 1376 915 461 750 98 A, B, D 23.7

TWU 4-0812-B 3~400 V, 50 Hz Rp 2 1271 915 356 500 98 A, B, D 19.2

TWU 4-0817-B 3~400 V, 50 Hz Rp 2 1603 1180 423 750 98 A, B, D 23.3

TWU 4-0820-B 3~400 V, 50 Hz Rp 2 2083 1500 583 750 98 A, B, D 29.7

TWU 4-0824-B 3~400 V, 50 Hz Rp 2 2188 1605 583 750 98 A, B, D 31.9

TWU 4-0830-B 3~400 V, 50 Hz Rp 2 2622 1925 697 750 98 A, B, D 39.2

3) In case of cable according to IN, max. � with thread connection
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Water supply Single pumps Wilo-Sub TWU 4-16..-B  Subject to change 09/2008 WILO SE Wilo Catalogue B2 - 50 Hz - Borehole pumps 3" to 24"

Pump curves Wilo-Sub TWU 4-16..-B

1~230 V or 3~400 V, 50 Hz, p = 1 kg/dm3, v = 1x10-6 m2/s, ISO 9906 Annex A
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Motor data 

Wilo-Sub... Mains connection Motor diameter Nominal motor 
power Nominal current Length of connection 

cable
Cable cross-

section

– � P2 IN L –

– ["] [kW] [A] [m] [mm2]

TWU 4-1607-B 1~230 V, 50 Hz 4 1.5 10.6 1.5 4x1,5

TWU 4-1607-B-EMSC 1~230 V, 50 Hz 4 1.5 11.1 1.5 4x1,5

TWU 4-1607-B 3~400 V, 50 Hz 4 1.5 4 1.5 4x1,5

TWU 4-1610-B 1~230 V, 50 Hz 4 2.2 15.5 1.5 4x1,5

TWU 4-1610-B-EMSC 1~230 V, 50 Hz 4 2.2 15.9 1.5 4x1,5

TWU 4-1610-B 3~400 V, 50 Hz 4 2.2 5.9 1.5 4x1,5

TWU 4-1614-B 3~400 V, 50 Hz 4 3 7.8 2.5 4x1,5

TWU 4-1619-B 3~400 V, 50 Hz 4 4 10 2.5 4x1,5

TWU 4-1626-B 3~400 V, 50 Hz 4 5.5 13.7 4 4x1,5

TWU 4-1634-B 3~400 V, 50 Hz 4 7.5 18.8 4 4x1,5

Information for order placements

Wilo-Sub... Mains connection – Art no. Art. no. for cooling jacket pipe

– � – for vertical installation (B) for horizontal installation (D)

–

TWU 4-1607-B 1~230 V, 50 Hz L 4093195 4064431 4064431 + 4065892

TWU 4-1607-B-EMSC 1~230 V, 50 Hz L 4093214 4064431 4064431 + 4065892

TWU 4-1607-B 3~400 V, 50 Hz L 4093167 4064430 4064430 + 4065892

TWU 4-1610-B 1~230 V, 50 Hz L 4093196 4064431 4064431 + 4065892

TWU 4-1610-B-EMSC 1~230 V, 50 Hz L 4093215 4064431 4064431 + 4065892

TWU 4-1610-B 3~400 V, 50 Hz L 4093168 4064430 4064430 + 4065892

TWU 4-1614-B 3~400 V, 50 Hz L 4093169 4064431 4064431 + 4065892

TWU 4-1619-B 3~400 V, 50 Hz L 4093170 - - + -

TWU 4-1626-B 3~400 V, 50 Hz L 4093171 - - + -

TWU 4-1634-B 3~400 V, 50 Hz L 4093172 - - + -

� = Supply availability, L = stock, C = order-specific production approx. 2 weeks, K = order-specific production approx. 4 weeks, A = delivery time on request




